DATE OF

PADDLE LOCK HOLE

TREAD PATTERN
MOLDED INTO
SUBSTRATE IN
CENTER POSITION

CONCEALED
PICK HOLE (2)

TOP ARCH FOR

MOLDED INTO SUBSTRATE
CUSTOM MARKING

3D MOLDED IN
LOWERED
LETTERING

LIFTING HOOK

316 SS INSERTS
INSTALLED

AASHTO M-306
DESIGNATION

BOTTOM ARCH FOR
MOLDED INTO SUBSTRATE
CUSTOM MARKING - ARV

L

PADDLE LOCK HOLE

r——26.52in

COVER
Color = Black

Oin

2.54in
4.31in

DATE OF MANUFACTURE
(MM/DD/YY FORMAT)

0.84in 0.07in

0.16in T
— S —

HOLE TO BOLT CLEARANCES

LOCK HOLE DIA
1.07in

PENTA HEAD

— MACHINED FRAME
0.55in  SHOULDER BOLT

COVER SIDE

INSTALLED
NEOPRENE
GASKET

[C5~]  PENTA HEAD
=" MACHINED SHOULDER BOLT

PADDLE LOCK FEATURE

INSTALLED 316 SS

MANUFACTURE
(MM/DD/YY FORMAT)

MADE IN USA
SURFACE VISIBLE

%

INSTALLED
NEOPRENE
GASKET

ANCHOR HOLE
Color = Black

1.06in (4)
28.45in
‘ 26.68in ~=—0.88in
4.62i————
1.95in
0.85Im——~ "
Oin — —
SECTION A-A
24.05iI——— = 2.71in
34.00in -

=
FRAME SECTION

1. All hardware is 316 Stainless Steel.

2. Detectable by standard metal detectors.

3. Compression Molded Thermoset Composite - no metal reinforcement
4. PASSED M306 H20/H25 PROOF LOAD
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Product Code
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A-1BK24T2-CO1DMDAV-H1

Model #: CAP-24-PL-ARV-VEN
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